
Programming Checklist (Version 1.1)

Date Initials Board ID#
e.g. 7/1/04 e.g. GC e.g. V4 280055

Completed? Helpful Info: Comments:
Terminate JP-4
Jumper JP-12, JP-10 & TP-21
Connect CPLD
Connect CPU
Connect RJ-45
Connect Power
Power Board at 50V
Verify Power Volts: Amps (mA):
Power Acceptable? <= 60 mA
Start IMPACT Step #1On desktop
Load CPLD
Push “Nu Reset” 
Re-Verify Power Volts: Amps (mA):
Power Acceptable? <= 60 mA
Start REL (latest version) Step #2 On desktop
Verify Frequency Freq (Mhz):
Load FLASH successful?
Kill Board Power
Open Serial Connection Step #3 On desktop
Power Board
Verify Power Volts: Amps (mA):
Power Acceptable? <= 60 mA
Verify Build Build #:
FLASH files loaded? Type: >ls
Check Thermometer Temp (C): Type: > readTemp prtTemp
Verify Internal ID ID# Type: >domid type
Run ADC tests Type: > 24 0 ?DO i{s}.{s}drop i readADC{S}.{S} drop LOOP  

{s}=space
Re-run ADC tests Type: Up-arrow
Record Values

0 8 16
1 9 17
2 10 18
3 11 19
4 12 20
5 13 21
6 14 22
7 15 23

Verify ADC Range Acceptable (Check mark next to test #)
0 (0-50) 8 (600-620) 16 (506-525)
1 (980-1020) 9 (850-900) 17 (179-190)
2 (830-870) 10 (610-640) 18 (496-510)
3 (460-600) 11 (805-835) 19 (255-265)
4 (75-105) 12 (0-4) 20 (508-525)
5 (0-60) 13 (847-863) 21 (179-190)
6 (75-125) 14 (0-25) 22 (461-480)
7 (100-190) 15 (255-265) 23 (0-2)

Remove JP12
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